
			 
			 
D-Sensors GmbH	 Tel.: +49 (0) 3329 / 697 411
14532 Stahnsdorf			   Email: info@d-sensors.de

 Q
UA

LI
TÄ

TS

-MANAGEMENT-SYSTEM

Zerti�ziert nach

Technische Änderungen vorbehalten © Copyright D-Sensors GmbH 2024
Subject to technical changes © Copyright D-Sensors GmbH 2024

Datenblatt / Data sheet

Technische Daten / technical data

Outdoor temperature sensor A1

Außentemperaturfühler erfassen Temperaturen im Bereich von -30...+90°C 
und werden im Außenbereich, in Kühl- und Gewächshäusern sowie in 
Produktions- und Lagerhallen eingesetzt. Diese Art des Temperaturfühlers 
dient zur Temperaturmessung im Außenbereich und das Messelement ist 
standardmäßig im Kunststoffgehäuse (aus Polyamid) integriert.

Outdoor temperature sensor measures temperatures in the range of 
-30...+90°C and are used outside, in cold stores and greenhouses as well as 
in production and storage halls. This type of temperature sensor is used to 
measure the temperature outdoors and the measuring element is integrated 
as standard in the plastic housing (made of polyamide).

Außentemperaturfühler A1

Messbereich
-30…+90°C

Sensoren
Pt100, Pt500, Pt1000, Ni1000, Ni1000TK5000, LM235Z, NTC 1,8 kOhm, 
NTC 5 kOhm, NTC 10 kOhm, NTC 20 kOhm, KTY81-210, KTY81-110,  
DS18B20+
weitere auf Anfrage

Genauigkeit
Pt-Sensoren nach DIN EN 60751,
Ni-Sensoren nach DIN EN 43760,
NTC (±1%)

Schaltungsart
2-, 3- oder 4-Leiterschaltung

Gehäuse
64 x 58 x 34 mm (L/B/H), Reinweiß (RAL 9010),
Polyamid mit Schnellverschlussschrauben

Elektrischer Anschluss
Schraubklemmen 0,14 mm² - 1,5mm², max. Drehmoment 1,5 Nm

Kabeldurchführung
M 16 x 1,5 Kabelverschraubung mit Zugentlastung für Kabeldurchmes-
ser 5 - 9 mm

Montage
Schraubbefestigung mittels Bohrung im Gehäuse
(Schrauben & Dübel im Lieferumfang enthalten)

Schutzart
IP65 (nach DIN EN 60529)

Measurement range temperature
-30…+90°C

Sensors
Pt100, Pt500, Pt1000, Ni1000, Ni1000TK5000, LM235Z, NTC 1,8 kOhm, 
NTC 5 kOhm, NTC 10 kOhm, NTC 20 kOhm, KTY81-210, KTY81-110,  
DS18B20+
others on request

Accuracy
Pt-Sensors according to DIN EN 60751,
Ni-Sensors according to DIN EN 43760,
NTC (±1%)

Circuit type
2-, 3- oder 4-wire circuit

Housing
64 x 58 x 34 mm (L/W/H), pure white (RAL 9010),
polyamide with quick-release screws

Electrical connection
Screw terminals 0.14 mm² - 1.5mm², max. Torque 1.5 Nm

Cable entry
Cable gland with strain relief for cable diameter 5 - 9 mm

Installation
screw fastening by means of a hole in the housing
(screws & dowels included)

Protection class
IP65 (according to DIN EN 60529)
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Normen
RoHS nach Richtlinie 2011/65/EU

Gewicht
125 g

Zolltarifnummer
9025 1900

Ursprungsland
Deutschland

Datenblatt / Data sheet

Outdoor temperature sensor A1

Außentemperaturfühler A1

Standards
RoHS according to directive 2011/65/EU

Weight
125 g

Customs tariff number
9025 1900

Country of origin
Germany


