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B Technische Daten / technical data

Material

Messing vernickelt
Einschraubgewinde
M12x1,5
Durchgangsbohrung
8,5 mm
Schaftdurchmesser
12 oder 14 mm
Schliisselweite

SW 17
Gewindelange

10 mm inkl. Freistich
Gesamtlange

30 mm
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Gewindenippel werden als Schnittstelle (Ubergang) zwischen verschiedenen
Teilen einer Installation verwendet. Unsere Gewindenippel (messing-
vernickelt) mit Sechskant in verschiedenen Durchmessern und mit M12x1,5
Einschraubgewinde sind fiir Bajonetttemperaturfiihler ausgelegt.

Threaded nipples are used as an interface (transition) between different parts
of an installation. Our threaded nipples (nickel-plated brass) with hexagon
in various diameters and with M12x1,5 screw-in thread are designed for
bayonet temperature sensors.

Material
Nickel-plated brass
Screw-in thread
M12x1,5
Through hole
8,56 mm

Shaft diameter
16 or 14 mm
Wrench size
SW 17

Thread length

10 mm including undercut

Total length

30 mm
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Normen

RoHS nach Richtlinie 2011/65/EU
Gewicht

ca. 27 g pro Stlck
Zolltarifnummer

9025 9000

Ursprungsland

Deutschland

B Technische Zeichnung / technical drawing
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Standards

RoHS according to Directive 2011/65/EU

Weight

approx. 27 g per piece

Customs tariff number

9025 9000

Country of origin

Germany
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